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the railroad in writing that the car is
not in serviceable condition. The Spe-
cial Notice sets out and describes the
defects that cause the car to be in un-
serviceable condition. After receipt of
the Special Notice, the railroad shall
remove the car from service until it is
restored to serviceable condition. The
car may not be deemed to be in service-
able condition until it complies with
all applicable requirements of part 215
of this chapter.

(b) The railroad shall notify the FRA
Regional Administrator in writing
when the equipment is returned to
service, specifying the repairs com-
pleted.

(c) A railroad freight car subject to
the notice prescribed in paragraph (a)
of this section may be moved from the
place where it was found to be unsafe
for further service to the nearest avail-
able point where the car can be re-
paired, if such movement is necessary
to make such repairs. However, the
movement is subject to the further re-
strictions of § 215.9 of this chapter.

[41 FR 18657, May 6, 1976, as amended at 41
FR 43153, Sept. 30, 1976]

§ 216.13 Special notice for repairs—lo-
comotive.

(a) When an FRA Motive Power and
Equipment Inspector or State Equip-
ment Inspector determines a loco-
motive is not safe to operate in the
service to which it is put, whether by
reason of nonconformity with the FRA
Railroad Locomotive Safety Standards
set forth in part 229 of this chapter or
the FRA Railroad Locomotive Inspec-
tion Regulations set forth in part 230 of
this chapter or by reason of any other
condition rendering the locomotive un-
safe, he or she will notify the railroad
in writing that the locomotive is not in
serviceable condition. After receipt of
the Special Notice, the railroad shall
remove the locomotive from service
until it is restored to serviceable con-
dition. The locomotive may not be
deemed to be in serviceable condition
until it complies with all applicable re-
quirements of parts 229 and 230 of this
chapter and until all additional defi-
ciencies identified in the Special No-
tice have been corrected.

(b) The carrier shall notify the FRA
Regional Administrator in writing

when the locomotive is returned to
service, specifying the repairs com-
pleted. The carrier officer or employee
directly responsible for the repairs
shall subscribe this writing under oath.

[41 FR 18657, May 6, 1976, as amended at 64
FR 25659, May 12, 1999]

§ 216.14 Special notice for repairs—
passenger equipment.

(a) When an FRA Motive Power and
Equipment Inspector or a State Equip-
ment Inspector determines that rail-
road passenger equipment is not in
conformity with one or more of the re-
quirements of the FRA Passenger
Equipment Safety Standards set forth
in part 238 of this chapter and that it is
unsafe for further service, he or she
will issue a written Special Notice to
the railroad that the equipment is not
in serviceable condition. The Special
Notice describes the defect or defects
that cause the equipment to be in un-
serviceable condition. After receipt of
the Special Notice, the railroad shall
remove the equipment from service
until it is restored to serviceable con-
dition. The equipment may not be
deemed in serviceable condition until
it complies with all applicable require-
ments of part 238 of this chapter.

(b) The railroad shall notify in writ-
ing the FRA Regional Administrator
for the FRA region in which the Spe-
cial Notice was issued when the equip-
ment is returned to service, specifying
the repairs completed.

(c) Railroad passenger equipment
subject to a Special Notice may be
moved from the place where it was
found to be unsafe for further service
to the nearest available point where
the equipment can be repaired, if such
movement is necessary to make the re-
pairs. However, the movement is sub-
ject to the further restrictions of
§§ 238.15 and 238.17 of this chapter.

[64 FR 25659, May 12, 1999]

§ 216.15 Special notice for repairs—
track class.

(a) When an FRA Track Inspector or
State Track Inspector determines that
track does not comply with the re-
quirements for the class at which the
track is being operated, as defined in
the Track Safety Standards (49 CFR
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